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A. Effluent Limitations and Monitoring Requirements 
 

1. During the period beginning with the permit's effective date and lasting until the permit's expiration date the permittee is authorized to discharge from outfall 
number 001. This discharge shall be limited and monitored as specified below: 
 

 
 
 

EFFLUENT 
CHARACTERISTICS 

DISCHARGE LIMITS MONITORING REQUIREMENTS 
 
 

MONTHLY AVERAGE 

 
WEEKLY 

AVERAGE 

 
 

MINIMUM 

 
 

MAXIMUM 

 
 

FREQUENCY 

 
SAMPLE 

TYPE 

001 
Flow (MGD) 

 
NL 

 
NA 

 
NA 

 
NL 

 
1/Day 

 
Estimate 

002 
pH (standard units) 

 
NA 

 
NA 

 
6.0 

 
9.0 

 
1/Day b 

 
Grab 

003 
BOD5

c 
 

30 mg/l 
 

4500 g/d 
 

45 mg/l 
 

6800 g/d 
 

NA 
 

NA 
 

1/Month b 
 

Grab 
004 
Total Suspended Solidsc 

 
30 mg/l 

 
4500 g/d 

 
45 mg/l 

 
6800 g/d 

 
NA 

 
NA 

 
1/Monthb 

 
Grab 

005 
Total Residual Chlorine a 

 
0.064 mg/l 

 
0.079 mg/l 

 
NA 

 
NA 

 
1/Day b 

 
Grab 

007 
Dissolved Oxygen 

 
NA 

 
NA 

 
5.5 mg/l 

 
NA 

 
1/Day b 

 
Grab 

120 
E. coli (N/100ml) NL NA NA NA 4/Month 

(10am-4pm) Grab 

 
a. See Part I.B.1 for additional TRC limits that apply at the outlet of each chlorine contact tank. 
b. Effluent samples shall be collected after post-aeration. 
c. The limitation is expressed in two significant figures.  

 
 NL = No Limitation; monitoring and reporting are required  
 NA = Not Applicable 
 
2. The design flow of this treatment facility is 0.040 MGD. See Part I.C.1 for additional requirements.  
3. There shall be no discharge of floating solids or visible foam in other than trace amounts. 
4. At least 85% removal for BOD5 and TSS must be attained for this effluent.  














































